Highlight Products

AT X Motherboards

Intel® Core™2 Quad-Based

MB930
LGA775 ATX Motherboard w/ Intel® Q35 Chipset

® Supports Intel® Core™2 Quad / Core™2 Duo /
Celeron® 400 Sequence processors (Conroe-L),
800/1066/1333MHz

® 4x DDR2 DIMM, Max. 8GB

® Single 10/100BaseT or dual PCI-E Gigabit LAN

o Integrated Q35 VGA for CRT

® 4x or 6x SATA Il (RAID option), 8x USB 2.0,
4x COM, Watchdog timer

® 1x PCI-E(x16), 1x PCI-E(x1), 4x PCI, 1x ISA (slave)
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Intel® Core™2 Duo-Based

MB898
LGA775 ATX Motherboard w/ Intel® Q965 Chipset

e Supports Intel® Core™2 Duo / Pentium® D
/ Intel® Pentium® 4 HT / Celeron® D
Up to 2.6GHz, 533/800/1066MHz FSB
e 2x DDR2 DIMM, Max. 8GB
e 10/100BaseT or Gigabit LAN on board
o Integrated Intel® Q965 Express VGA
e 4x SATAII, 10x USB 2.0, 4x COM
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Digital I/0, Watchdog timer
4x PCI, 2x PCI-E(x1), 1x PCI-E(x16)

Intel® Core™2 Duo-Based

MB886
LGA775 ATX Motherboard w/ Intel® 945G Chipset
o Supports Intel® Core™2 Duo / Pentium® 4 /
Pentium® D / Celeron® D processors
Up to 3.8GHz, 533/800/1066MHz FSB
o 2x DDR2 DIMM, Max. 4GB
e Integrated 10/100BaseT and Intel® PCI-E Gigabit LAN
o Integrated Intel® 945G VGA, CRT support
e 4x SATAII, 8 x USB 2.0, 4x COM, Watchdog timer,
Digital /0
® 4x PCl, 1x ISA (slave only), 2x PCI -E(x1), 1x PCI-E
(x16) slots
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Intel® Pentium® 4-Based

MB820
Socket 478 ATX Motherboard w/ Intel® 875P Chipset
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® Supports Pentium® 4 / Celeron® processors
Up to 3.2GHz, 533MHz/800MHz FSB
© 4x DDR DIMM, Max. 4GB
® Onboard 10/100BaseT or Gigabit LAN
o SMI SM712 VGA, 4MB memory, ALC650 audio
® 6x USB 2.0, 2x SATA, 4x COM
 Digital /0, Watchdog timer, DiskOnChip®
o 1x AGP, 4x PClI, 2x ISA slots

Intel® Pentium® 4-Based

MB800V P.86

Socket 478 ATX Motherboard w/ Intel® 845GV Chipset

® Supports Pentium® 4 / Celeron® processors
Up to 3.06GHz, 400MHz/533MHz FSB

o 2x DDR DIMM, Max. 2GB

o Integrated 10/100BaseT LAN

o Integrated VGA for CRT, shared memory

® DiskOnChip®, Watchdog timer, Digital 1/0

@ 4x USB 2.0, 4x COM

® 3x PCI, 3x ISA, 1x MicroPCl

Micro AT X Motherboards

MB900 P.88

LGA775 Micro ATX Motherboard w/ Intel® 945G Chipset

o Supports Intel® Pentium®D / Pentium 4 /
Celeron®D processors
Up to 3.8GHz, 533/800/1066MHz FSB

® 2x DDR2 DIMM, Max. 2GB

o |CH7 10/100BaseT and Marvell PCI-E Gigabit LAN

o Integrated Intel® 945G VGA, CRT support

® 2x SATAII, 8x USB 2.0, 4x COM

o Watchdog timer, Digital I/0O

® 2x PCl, 1x PCI -E(x1), 1x PCI-E(x16) slots

Network Appliance Motherboards

Intel® Core™2 Quad-Based

MB935 P.91
LGA775 Networking Motherboard w/ Intel® Q35 Chipset

e Supports Intel® Core™2 Quad / Core™2 Duo /
Celeron® 400 Sequence processors (Conroe-L),
800/1066/1333MHz FSB

e 4x DDR2 DIMM, Max. 8GB

o 6x Intel® Gigabit LAN, LAN1/LAN2 Bypass

o Integrated VGA, CRT support

® 4x SATA I, 4x COM, 4x USB 2.0, 1x IDE

o 1x CF socket, 1x PCI32 interface for backplane

Intel® Pentium® M-Based

MB875 P.92
Socket 479 Networking Motherboard w/ Intel® 852GM Chipset

e Supports Pentium® M / Celeron® M processors,
400MHz FSB

® 2x DDR DIMM, Max. 2GB

o Integrated VGA for CRT, shared memory

o Integrated four Gigabit LAN

® 4x COM, 4x USB 2.0, 2x SATA, CF socket

o Watchdog timer, 1x PCI, 1x Mini PCI slot
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