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FEATURES IB950 IB880 IB830H
Form Factor 5.25” SBC 5.25” SBC 5.25” SBC

CPU Socket Socket 478 or CPU on board Socket 479 or CPU on board Socket 478

CPU Type Intel® Core™2 Duo Intel® Pentium® M 
Intel® Celeron® M

Intel® Pentium® 4 
Intel® Celeron®

CPU Speed Up to 2.4GHz 900MHz~2.0GHz 1.30GHz~3.06GHz

Front Side Bus 533/667MHz 400MHz 400MHz/533MHz

Chipset Intel® GME965 
ICH8M

Intel® 855GME 
ICH4

Intel® 845GV 
ICH4

Memory Socket Two DDR2 DIMM Two 184-pin DDR DIMM Two 184-pin DDR DIMM

Max. Memory 4GB 2GB 2GB

BIOS Award Award Award

VGA Controller Intel® GME965 
(Intel® GMA X3100) Intel® 82855GME integrated Intel® 845GV integrated

VGA Memory Intel® Dynamic Video Memory 
Max. shared memory: 384MB

Shared memory 
Max. 96MB

Shared memory 
Max. 64MB

LCD Support 18/24-bit LVDS (dual channel) 24-bit LVDS (dual channel) 18/24-bit LVDS (dual channel)

LAN ICH8M integrated Gigabit LAN 
Optional Marvel PCI-E Gigabit LAN 
Pin header for RJ-45

ICH4 integrated LAN 
82541GI Gigabit 
Pin header for RJ-45

ICH4 integrated LAN 
Pin header for RJ-45

Audio Built-in audio + AC97 codec Built-in audio + AC97 codec Built-in audio + AC97 codec

IDE 1 UDMA33/66/100 2 UDMA33/66/100 2 UDMA33/66/100

SATA 2 SATA II ports 2 SATA ports N/A

Super I/O Chipset W83627HF + F81216D W83627HF + F81216D W83627HF + W83627HF

FDD One slim 3.5” FDD One slim 3.5” FDD One slim 3.5” FDD

Parallel 1 SPP/EPP/ECP port 1 SPP/EPP/ECP port 1 SPP/EPP/ECP port

Serial 3x RS232 
1x RS232/422/485

3x RS232 
1x RS232/422/485

3x RS232 
1x RS232/422/485

USB Pin header for 6 ports 
(USB 2.0)

Pin header for 4 ports 
(USB 2.0)

Pin header for 4 ports 
(USB 2.0)

IrDA N/A Yes Yes

KB / Mouse Connector Pin header Pin header Pin header

Hardware Monitor Yes Yes Yes

SSD CF socket CF socket N/A

Watchdog Timer 256 levels 256 levels 256 levels

Expansion Slots 1 PCI (2 masters) socket
1 Mini PCI socket

1 PCI (2 masters) socket 
1 Mini PCI socket 1 PCI (2 masters) socket

P/S Connector ATX type, 4-pin AT power (output) ATX / AT type ATX type

Max. Power Requirement Intel® Core™2 Duo T7500 2.2GHz w/ 2x 
1GB DDR2
+5V: 4.73A
+12V: 3.48A
+3.3V: 1.25A

Pentium® M 1.8GHz 
w/ 1GB DDR
+5V: 3.13A 
+12V: 1.70A

Pentium® 4 2.4GHz
w/ 512MB DDR 
+5V: 3.99A 
+12V: 4.72A

Dimensions 203mm x 146mm 203mm x 146mm 203mm x 146mm

Extra Features DVI DVI
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Intel® Core™2 Duo, Pentium® M & Pentium® 4-Based

Disk-Size SBCs




