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Athlon™ 64, Core™2 Quad & Pentium® M-Based
FEATURES MI935 MI932 MI930 MI920
Form Factor Mini-ITX Mini-ITX Mini-ITX Mini-ITX

CPU Socket LGA775 Socket AM2 Socket AM2 Socket 479 or CPU on board

CPU Type Intel® Core™2 Quad / Core™2 
Duo / Celeron 400 Sequence

AMD Athlon™ 64 / Athlon 64 X2 
64-bit CPU

AMD Athlon™ 64 / Athlon 64 X2   
/ Sempron™

Intel® Pentium® M, Celeron® M 
(600MHz or 1GHz)

CPU Speed Up to 3.8GHz Up to 1.8GHz Up to 2.8GHz 600MHz and above

Front Side Bus  800MHz/1066MHz/1333MHz  800MHz  N/A  400 (910GMLE) / 533MHz   
 (915GME)

Chipset Intel® Q35
ICH9

AMD M690E
SB600

AMD M690T
SB600

Intel® 910GMLE or 915GME
ICH6

Memory Socket Two DDR2 DIMM Two DDR2 DIMM Two DDR2 DIMM Two DDR2 DIMM

Max. Memory 4GB 4GB 4GB 1GB

BIOS Award Award Award Award

VGA Controller Intel® Q35 integrated AMD M690E integrated AMD M690T built-in Radeon 
X700  for CRT, LVDS & DVI

Intel® 910GMLE or 915GME 
integrated for CRT & TV out

VGA Memory  DVMT 4.0 (Intel® GMA 3100)
 Supports memory allocation up to 
 256MB

Shared memory
Max. 1024MB Shared memory Shared memory

Max. 128MB

LCD Support
N/A Dual DVI supported through dual 

DVI (D-sub) stack
18/24-bit single/dual channel 
LVDS

Optional 18/24-bit single/dual 
channel LVDS with Chrontel 
CH7308; Built-in CH7307 for DVI

LAN Intel® 82562V 10/100 LAN or 
Intel® 82566DM Gigabit LAN and 
Marvel PCI-E Gigabit LAN for 
LAN2

2 Realtek RTL8111C PCI-E Giga-
bit LAN

1 or 2 Marvell 88E8053 PCI-E 
Gigabit LAN

Intel® ICH6M integrated 10/100 
LAN, optional Marvell 88E8053 
PCI-E Gigabit LAN (LAN2)

Audio Built-in HD audio + HDA codec Built-in HD audio + HDA codec Built-in HD audio + HDA codec Built-in audio + AC97 codec

IDE 1 PCI-E to PATA 1 UDMA33/66/100 1 UDMA33/66/100 1 UDMA33/66/100

SATA 2 SATA II ports, optional 1 eSATA 2 SATA ports 4 SATA II ports,  RAID 0, 1, 10 2 SATA ports

Super I/O Chipset W83627EHG W83627EHG SB600, IT8712 & F81216D ICH6M, W83627EHG, F81216

FDD 2 drives N/A N/A One slim 3.5” FDD

Parallel N/A N/A N/A N/A

Serial 1x RS232
1x RS232/422/485

1x RS232
1x RS232/422/485

1x RS232
1x RS232/422/485 4x RS232

USB 4 ports on board
Pin header for 4 ports
(USB 2.0)

4 ports on board
Pin header for 4 ports
(USB 2.0)

4 ports on board 
Pin header for 2 ports  
(USB 2.0)

4 ports on board 
Pin header for 2 ports  
(USB 2.0)

IrDA N/A N/A N/A N/A

KB / Mouse Connector Combo PS/2 Combo PS/2 PS/2 PS/2

Hardware Monitor Yes Yes Yes Yes

SSD N/A N/A N/A CF socket (Vertical)

Watchdog Timer 256 levels 256 levels 256 levels 256 levels

Expansion Slots 1 PCI-E(x16), Headers for 2x/4x 
COM (ID394), TPM (ID395)

1 PCI, optional 4 RS232 COM 
ports (ID394)

1 PCI
Pin header for LPC TPM adaptor 
card (reserved)

1 PCI, 1 Mini PCI

P/S Connector ATX type ATX type ATX type ATX type

Max. Power Requirement

TBC TBC

AMD Athlon 64 x2 2.8GHz (5600T) 
w/ 2x 2GB DDR2
+3.3V: 1.57A
+5V: 3.91A
+5Vsb: 0.56A
+12V: 5.96A

Intel® Celeron® M 1.0GHz 
w/ 512MB DDR2
+12V: 1.92A

Dimensions 170mm x 170mm 170mm x 170mm 170mm x 170mm 170mm x 170mm

Extra Features Digital I/O (4-in/4-out), LAN 
Wakeup

Digital I/O (4-in/4-out), LAN 
Wakeup Digital I/O (4-in/4-out), 1394 Digital I/O (4-in/4-out), 

+12V DC-in 
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